FEDERAL LEAD STANDARDS

Revised 4/27/01, taken from the HUD Guidelines for the Identification and Control of Lead-Based Paint Hazards in Housing

	1
	Lead-Based Paint
	1.0 mg/cm2  

	
	
	0.5% by weight

	
	
	5,000part per million (ppm)

	
	
	

	2
	Dust Levels for Risk Assessments
	40 ug/ft2 floors

	
	
	250 ug/ft2 for sills

	
	
	

	3
	Lead Dust Clearance Standards
	40 ug/ft2 for floors

	
	
	250 ug/ft2 for sills

	
	
	400 ug/ft2 for troughs

	
	
	

	4
	Bare Residential Soil (HUD Standards)
	5,000 PPM general area of lot; abatement required over 5,000

	
	
	1,200 PPM building perimeter and yard;  interim controls allowed between 1,200 and 5,000

	
	
	400 PPM children’s play areas/gardens; interim controls allowed

	
	
	

	5 
	Bare Residential Soil (State of Washington) 
	Over 250 PPM in any area requires abatement

	
	
	

	6
	Elevated Blood Lead Level
	10 ug/dl for children (CDC)

	
	
	50 ug/dl for adults (OSHA), requires medical removal from work

	
	
	

	7 
	Airborne Particulates
	30ug/m3: OSHA action level

	
	
	50 ug/m3: OSHA Permissible Exposure Limit 


